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LASER WELDING
STAINLESS IMPELLER
(2HP~5HP MODEL ONLY)

® Driven by high performance MITSUBISHI ELECTRIC induction motor.
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B Cast iron pump body and stainless (SUS304) pump shaft.
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M Close-type stainless steel impeller provide high strength, rust-proof
and frictionless rotation for high pumping efficiency.
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® Provides 2 times welding strength than resistance welding.

M Selected ceramic-graphite mechanical seal for reliable sealing and Tﬁﬂmmﬁmmﬂaﬁaaﬁau mnﬁ'm’mﬁauﬂm?lﬁa 21911
provide longer service life time. )
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B Squirrel cage induction motor with totally enclose fan-cooled type

enclosure, IP 55 protection degrees, for outdoor use. Class F insulation

B Suitable for clean water
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for continuously operate. Motor shaft is close-coupled with pump shaft.
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#1m3g1un15te9in 1IP55 Tdewnanoudsls awanlwin class F dmsu B Working Fluid acid-base : pH 5-9
nslaeuesnspatias waziwainairasiinduieanuinaiaiogu dronnadunsn-aelde1w pH 5-9
B Conformed with IEC 60034-1 and JIS C 4210 standard. ® Max. Fluid Temperature : 60 %
HARATNNINTFIW IEC 60034-1 UAz JIS C 4210 gaungfizasnaigegalaiiv 60 °
® Built-in thermal protector in 1/2HP to 1.5HP model B Max. Ambient Temperature : 40 %
Anmsgunsaidasiugnainsondalugn 1/2 uses e 1.5 usesn aoungRFewInaangegalaiin 40 °C
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